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SpotShot Hose-End Nozzle 
¾" P/N 160700SP 
1" (25 mm) P/N 160705

SPOTSHOT HOSE-END NOZZLE

MODELS 
• ¾" hose thread inlet – P/N 160700
• 1" (25  mm) hose thread inlet – P/N 160705

KEY BENEFITS
• Variable nozzle stream choices:

 - Fan: Broad, light stream for turf hot spots 
 - Soak: Medium stream for dust-control areas
 - Jet: Tight, focused stream for power washing 

OPERATING SPECIFICATIONS
• Flow – 132 l/min; 8 m3/hr at 5.5 bar; 551 kPa*

* Not recommended for residential use with regulated,  
low-pressure, or low-flow conditions

Pitot Gauge
P/N 280100SP
Used to check operating pressure of 
rotor sprinklers

Hand Pump
P/N 217500SP 
Used to remove water from flooded 
areas during service and installation

MP Gauge Assembly
P/N MPGAUGE
Used to check operating pressure 
on spray body sprinklers

Hunter Wrench
P/N 172000SP

“T” Handle Tool
P/N 319100SP

Nozzle Insertion Collar
P/N 123200SP

I-80 Body Plug
P/N 996500SP

I-80 Turf Cup Tool
P/N 991300SP
Arc Adjustment, Riser Hold-up,
Turf Cup Remove/Install

Snap Ring Tool
P/N 984400SP
I-80 Installation/Removal

Nozzle Removal/ 
Installation Tool
P/N 803700 
I-80, G85B, G885 Short and  
Mid-Range Nozzles
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