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I-50

The high-torque I-50 rotor is engineered to thrive in difficult
water-quality conditions within large turf projects.

KEY BENEFITS

Extra-strong, non-strippable,
planetary gear drive mechanism
is reliable and durable in harsh
water conditions

Tool-free, part- and full-circle arc
adjustment mechanism makes fast,
easy installation and reduces
inventory (60° to 360°)

OPERATING SPECIFICATIONS

FACTORY-INSTALLED OPTIONS

Nozzle choices: 12
Radius 1-50:13.1t0 21.3 m
Radius I-50-ON:15.2t023.2 m

Flow 1-50:1.63 t0 6.84 m3/hr;
27.2to14.11/min

Flow I-50-ON: 2.75to 7.76 m3/hr;
45.810129.4 1/min

Reclaimed water ID

USER-INSTALLED OPTIONS
* HSJ-1prefabricated 1" (25 mm) PVC swing joint 1-50 Turf Cup

1-50 Reclaimed

Radius:13.1t023.2 m
Flow: 1.63 to 6.84 m3/hr; 27.2 to 114.11/min

Colour-coded nozzles make
identification easy

Available opposing nozzle model for
even watering in full-circle
applications (I-50-ON model)

Drain check valve prevents low-head
drainage (up to 4.5 m of elevation)

Recommended pressure range:

2.5t0 7.0 bar; 250 to 700 kPa 1-50-06-SS 1-50-06-SS-ON
Operating pressure range: Overall height: 26 cm Overall height: 26 cm

i | Pop-up height: 15cm Pop-up height: 15cm
2.5t0 7.0 bar; 250 to 700 kPa Exposed diameter: 5cm Exposed diameter: 5cm
Precipitation rate: 15 mm/hr Inlet size: 1" BSP Inlet size: 1" BSP

approximately
Nozzle trajectory: standard = 25°
Warranty period: 5 years

Kit Option
Available as a field-installed
option on all models

Available as a fOCtOI'y‘ P/N TURFCUPKITI40
installed option on all models
1-50 - SPECIFICATION BUILDER: ORDER1T + 2 + 3 + 4 )
n Model Standard Features Feature Options n Nozzle Options I
Below-the-turret ‘ |

n Model

1-50-06-SS = ‘ Adjustable arc, stainless

15 cm pop-up
and 6 nozzles

1-50-ON - SPECIFICATION BUILDER: ORDER1 + 2 + 3 + 4

steel riser, check valve,

B =BSP inlet threads ‘ #8 to #25 = Factory- arc adjustment i
installed nozzle number
R = Reclaimed water ID

Standard Features

Feature Options n Nozzle Options

1-50-06-SS-ON = ‘ Full-circle, opposing nozzle, | B =BSP inlet threads ‘ #15 to #28 = Factory-
stainless steel riser, check

15 cm pop-up
valve, and 6 nozzles

Examples:

1-50-06-SS-B =15 cm pop-up, BSP inlet threads
1-50-06-SS-ON-R-B-23 =15 cm pop-up, full-circle opposing nozzles, reclaimed water ID, #23 nozzle,

BSP inlet threads

1-50-06-SS-15-B = 15 cm Pop-up, #15 nozzle, BSP inlet threads

installed nozzle number
R = Reclaimed water ID

Robust planetary
gear drive for extreme
conditions
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1-50 STANDARD NOZZLE PERFORMANCE DATA 1-50 DUAL OPPOSING NOZZLE PERFORMANCE DATA 1-50 STANDARD
NOZZLES .
Nozzle Pressure Radius Flow Precip mm/hr Nozzle Pressure Radius Flow Precip mm/hr
bar  kPa m  m¥hr I/min W A bar  kPa m  m¥hr I/min W A -
) 25 250 131 163 272 19 22 30 300 152 275 458 12 14 o o W &’
08°© 30 300 134 18 300 20 23 15 ® 35 350 158 201 485 12 13 o oo o
35 350 137 194 323 21 24 Grey 40 400 162 3.06 510 12 14 =
Lt. Brown 4.0 400 140 206 344 2 24 45 450 168 320 533 11 13 o
45 450 140 218 363 22 26 50 500 171 332 554 1 13 o
50 500 143 229 382 22 26 55 550 174 346 577 11 13 Front
55 550 146 241 402 23 26 60 600 177 358 596 11 13
30 300 146 220 366 21 24 62 620 177 362 604 12 13
10 L4 35 350 149 237 394 21 24 30 300 174 290 483 10 11
40 400 152 252 420 22 25 18 e 35 350 177 315 525 10 12
Lt.Green 45 450 155 267 445 22 25 Red 40 400 180 338 564 10 12
50 500 155 281 468 23 27 45 450 180 361 60.1 11 13
55 550 158 296 493 24 27 50 500 183 382 637 1 13
6.0 600 162 3.08 514 24 27 55 550 189 4.05 675 11 13
30 300 149 236 394 21 24 6.0 600 192 425 708 12 13
13 ® 35 350 152 255 426 22 25 62 620 192 433 721 12 14
40 400 155 273 455 23 26 65 650 195 443 739 12 13
Lt. Blue 45 450 155 290 483 24 28 35 350 183 398 662 12 14 l
50 500 158 3.06 510 24 28 20e 40 400 189 426 711 12 14
55 550 162 323 539 25 29 Dk. 45 450 192 454 756 12 14
6.0 600 165 338 563 25 29 Brown 50 500 195 480 800 13 15
30 300 162 293 488 22 26 55 550 201 508 847 13 15
15 @ 35 350 165 319 532 24 27 60 600 198 532 887 14 16
40 400 168 344 573 24 28 62 620 198 542 904 14 16
Grey 45 450 171 3.67 612 25 29 6.5 650 201 555 925 14 16
50 500 174 389 649 26 30 69 690 201 574 957 14 16 I50 OPPOSING
55 550 180 414 689 26 30 35 350 189 423 706 12 14 NOZZLES

6.0 600 183 434 724 26 30 23 e 40 400 195 455 758 12 14

62 620 183 443 738 26 3 piGreen 45 450 108 485 208 12 u  (eQe Qe

35 350 186 448 746 26 30 5.0 500 201 514 856 13 15

23® 40 400 189 476 794 27 3 ss ss0 204 sas o008 13 15 )eQe QeQe
45 450 19.2 5.03 839 27 32 6.0 600 207 571 951 13 15
Dk. Green 5.0 500 195 529 881 28 32 6.2 620 20.7 582 970 14 16 O'O' O‘O'
5.5 550 19.8 556 92.7 28 33 6.5 650 20.7 596 994 14 16
60 600 200 579 965 29 33 69 690 210 617 1029 14 16 Frontand Back
6.2 620 201 589 98. 29 34 35 350 195 460 76.7 12 14
6.5 650 201 6.01 100.2 30 34 S e 40 400 201 492 821 12 14
6.9 690 204 619 1032 30 34 Dk. Blue 45 450 204 523 872 13 14
35 350 19.8 498 83.0 25 29 50 500 20.7 552 920 13 15
25 ° 40 400 201 533 887 26 30 55 550 21.0 584 973 13 15
45 450 204 565 942 27 31 6.0 600 213 6.0 1017 13 15
Dk. Blue 5.0 500 20.7 596 993 28 32 6.2 620 213 622 1036 14 16
5.5 550 210 6.29 1049 28 33 6.5 650 213 6.36 1060 14 16
6.0 600 21.0 657 109.6 30 34 69 690 216 657 1095 14 16
6.2 620 21.0 6.69 M5 30 35 35 350 19.8 573 955 15 17
6.5 650 213  6.84 141 30 35 28 e 40 400 204 6.07 1011 15 17 I
6.9 690 213 707 1178 31 36 Black 45 450 210 6.38 1064 14 17
Note: 50 500 213 6.68 113 15 17
All precipitation rates calculated for 180° operation. For the 55 550 219 700 me.7 15 17
precipitation rate for a 360° sprinkler, divide by 2. 6.0 600 223 727 1211 15 17
6.2 620 223 738 1229 15 17
6.5 650 226 752 1253 15 17
1-50 Opposing Nozzle 360° Model 69 690 232 773 1288 14 7
3 : i - === Note:
: i : g Precipitation rates for the ON-Opposing Nozzles models are
: ¢ 2 p : § 8 calculated at 360°.
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